OUR TECHNICAL SUGGESTIONS ARE BASED ON DATA FROM MANY EXPERIMENTS AND CANNOT REPRESENT A WARRANTY OF ANY KIND AS TO THEIR PERFORMANCE IN OTHER FORMULATIONS. CUSTOMERS MUST ALWAYS VERIFY OUR PRODUCT’S PERFORMANCE IN THEIR OWN SYSTEMS. THIS TECHNICAL DATA SHEET REPLACES ALL PREVIOUS ISSUES.

**SÜDRANOL® CAR 20**

**TECHNICAL INFORMATION**

**Application:** Specially developed wax-dispersion for wood stains to modify surface properties of waterbased coatings. Other applications are in the polish industry as well as a mould release agent.

**Properties and advantages:**
- Good hydrophobicity
- Improves polishability
- Improves hardness
- Optimizes gloss

**Technical data:**
- **Appearance:** brown liquid
- **Base:** carnauba wax
- **Active content:** 20 ± 1 %
- **pH-value:** 6,5 ± 1
- **Melting point:** 80° C
- **Ionity:** non-ionic

**Transport and storage:**
- Our dispersions are sensitive to frost!
- To be stored and transported between + 5° C and + 35° C.
- Maximum storage time 6 months in originally closed packaging.

**Packaging:**
- Drums à 150 kg
- Containers with about 1.000 kg