**WÜKONIL® RT 50**

**TECHNICAL INFORMATION**

**Application:**
WÜKONIL® RT 50 F is an aqueous wax-dispersion for waterbased coating systems.

**Properties and advantages:**
- Improves water resistance
- Improves surface slip
- Improves block resistance
- Modifies the tack

**Technical data:**
- Appearance: white liquid
- Base: paraffin
- Ionity: non-ionic
- Dry content: 50 + 1 %
- pH-value: 7 + 1
- Melting point: 56 – 58° C

**Transport and storage:**
Our dispersions are sensitive to frost!
To be stored and transported between + 5° C and + 35° C.
Maximum storage time 6 months in originally closed packaging.

**Packaging:**
- Drums à 205 kg
- Containers with about 1.000 kg
- Bulk

Our technical suggestions are based on data from many experiments and cannot represent a warranty of any kind as to their performance in other formulations. Customers must always verify our product's performance in their own systems. This technical data sheet replaces all previous issues.

EN

**SÜDDEUTSCHE EMULSIONS-CHEMIE GmbH**
Rhenaniastraße 46
D-68199 Mannheim

Tel.: +49(0) 621 84487-0
Fax: +49(0) 621 84487-20
info-msec@munzing.com
www.munzing.com

Revision: December 2018